
 

 

 

TECHNICAL BULLETTIN 

 

Document: TB_T318_040 

Date: 05/03/2021 

Subject: EMM ADR4_installation 

Reference: Table Item Part number 

 25B 02 2425004 

Accomplishment: immediate  

 
In order to fit the EMM ADR4 on board the T318 chassis a specific kit is required. Please find the specifications 
below. 

 

 
 

Figure 1: 

 
Table 1: 2424035 EMM ADR-4 installation kit 

p/n description qty 

2424034 ADR extension loom 1 

2724034 Spacer 4 

UNI5931-M3X14 CH Bolt 4 

 
All the parts listed in the table above are available at Tatuus in a specific kit with the dedicated 

part number: 2424035. 



 

 

Mechanical installation 
 

By standard delivery configuration the T318 is fitted with a plate to carry electronic parts. The flange is located 

behind the driver seat, under the seat bulkhead. With reference to the picture below please find, with #1 the 
electronic carrier plate, with #2 the EMM ADR4. 

 

 
Figure 2 

The electronic carrier plate (ref p/n 2425004) features a 4 by M3 threaded hole pattern compatible with 

EMM-ADR4. 

 
All the necessary hardware to install the ADR comes together with the kit available with p/n 2425035. 

 
It is reminded the ADR should be installed with reference to the picture below such as the positive X axis 

points towards the front of the car 
 

 

 
Figure 3 

Such a requirement is fulfilled installing the ADR with the connector facing towards the front of the car 

 



 

 

Electrical installation 
 

In order to connect the EMM ADR4 to the T318 wiring harness, an extension loom is required. The loom (with 

p/n 2425034) should be connected on one end to the connector labelled “ADR” on the wiring harness. The 
other end (the one with the 90° boot fitted) should be connected to the ADR. Please note the small, gold 

plated connector, on ADR is not used. Please find below a picture representing the installation. Yellow 
highlighted the extension loom. 

 

 
Figure 4 

 
Please find in the picture above the installation with a dummy of the ballast. The installation in picture above 

is only a reference example, the routing of the looms in the car is left free to the teams. Please pay particular 

attention to the routing of the extension loom in order to avoid it to scratch against the carbon seat. 
 

The extension loom with p/n 2425034 is included in the ADR installation kit described in Table 1 
  

Connector labelled 

“ADR” on chassis loom 



 

 

Ballast 
 

Please note the ballast possibly installed behind the driver seat (position 2) should not interfere with ADR 

connector and extension loom. Please find in the technical drawing in Figure 6 reference dimensions for the 
ballast in position 2, including a pocket to leave free space for the ADR connector and extension loom. 

 
Please find in picture below an example to show the pocket possibly needed in the ballast due to ADR 4 

connector position 

 
 

 

 
Figure 5 

 

ADR connector pocket 



 

 

 
Figure 6: reference drawing for ballast in position 2 

It is reminded the dimensions in Figure 6 are for reference only, the teams may vary them according to the 

specific needs. 


